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CRICKET BAT KITE

Colour Scheme: Main body wnite,or dye the ripstop a sandy
colour with "Dylon".Black handle,and most bat makers have
a brightly-coloured logo which can be reproduced using
splrit-bascd falb—upped pens.

Curved nose formed from 2:5mm diam.glass fibre rod
running in a pocket formed by folding over the edge
{f the sail.Ends of the glass fibre rod plug into a
length of aluminium tubing fixed to the sail.The
glass fibre ring is bowed by a line running between
the two curtain rings shown.

Bridling points marked with an "X";attach curtain
rings to the "keel" and bridle as in sketch below.
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Ian Walton,liorthern Kite Group.

2-5mm diam.glass fibre rod spars,bowed by line

between curtain rings,and tied to sail at centre
line,

I_. Bowing line

e ik R Glass fibre spar
% sail

e "Keel"

Sail cut Scm.wider than plan,then sewed down centre
tu form pocket for 5/1€" diam.dowel spine and a
very small xeel.Kite cross-section shown above.

10cm length of 2-5mn diam.glass fibre rod sewn into
pocket.The kite needs a drogue,so attach a curtain
ring; to the "keel".The drogue should preferably be
be in the shape of a batting glove with the ends of
the fingers open.
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